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60X60 - 61X61 - 80X80
Inkjet 10 facce grafiche . Inkjet, 10 graphic/faces . Inkjet, 10 prints/faces . Inkjet 10 muster grafik auf der oberflaeche
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FORMATI / SIZES

80x80

Rettificato - Rectfﬁed@1 0

Rettificato - Rectified @1 7

61x61

CARATTERISTICHE TECNICHE - TECHNICAL FEATURES

e
CARATI:

EXPERIENCE MORE

60x60

Naturale - Natural @ 9,5 Rettificato - Rectified @ 9.5
Rettificato - Rectified @ 18

Assorbimento d'acqua
Water absorption 1SO 10545-3 .
Absorption d'eau ASTMC373 o 202 <05
Wasseraufnahme (E<0,5%)
compilant
Rés. Au poinconnement statique OToA64 N/mn g e"pég 51,6 Nfmm?
Biegefestigkeit
Resistenza all'abrasione EN 154
Abrasion resistance I1SO 10454-7 Y
Resistance a I'abrasion ASTM C 1027
Abriebfestigkeit PEI
Resistenza alla macchia
Stain resistence
Résistance  Ia tact 1SO 10545-14 5
Fleckenbestandigkeit
Durezza superficiale
Scratch resistence EN 101
Dureté superficielle MOHS 6
Oberflachenhérte
DIN 51130
10
R
Coefficente d'attrito
BCR DRY >0,40
TORTUS WET>040
i _ ASTM
Resistenza allo scivolamento C1028 DRY >0,60
Anti-slip C.OF WET >0,60
Anti-glissant
Rutschhemmend Coeffiicente
dinamico di attrito
Dynamic coeff. Of
fiction
WET=>0,63
DCOF (BOT 3000)
(section 9.6 ANSI A

137.1.2012)
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