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TECHNICAL INFORMATION

APPLICATIONS
Terracreta is ideal for an interior and exterior (colored body only) application on walls and floors, in residential and commercial 
projects (light traffic). 

NEW PRODUCT
COLOURED BODY PORCELAIN STONEWARE - GLAZED PORCELAIN STONEWARE

COLORS

DESCRIPTION
Terracreta, by Marca Corona is a colored body porcelain stoneware and glazed porcelaine stoneware offered in four neutral colors 
with the appearance of terracotta. Terracreta is composed of surfaces and patterns that can be overlapped, in a stylistic evolution 
that can be modulated according to personal taste and needs. The hand-made special raised and irregular edges and decorations 
are skilfully rendered on the surface of the collection, for a totally realistic handcrafted final result.
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ISO 10545/3 
≤ 0.5 %

ISO 10545/12 ISO 10545/6 
175 mm3 max.

ISO 10545/4 
35 mm2 min. ISO 10545/13 ISO 10545/14 

min. CLASS 3
DIN51130-
DIN51097

D.C.O.F.
ANSI 137.1-2012

(›0,42)

≤ 0.1 % CONFORM

20x20, Esagono  :  
≤ 150mm3 (ISO 10545/6)

Cesello, Intarsio :  
PEI 4 ( ISO 10545/7)

Dipinto, Forma, Forma 
Vitrea, Rilievo : N/A

≥ 40 N/mm2

≥ 1800 N

UA-ULA- 
UHA  

GA-GLA- 
GHA

3
20x20,  

Esagono :  
R10A

20x20, Esagono, 
Cesello, Intarsio :

CONFORM

INSTALLATION AND MAINTENANCE
It is suggested to lay tiles with a joint of 3-4 mm.  Use high quality adhesive and grout from a manufacturer such as Mapei, 
following manufacturer’s recommendations and depending on site conditions.   As soon as the joints have fully set, it is advisable 
to proceed to the initial post-construction cleaning as described by the manufacturer.  Clean with a neutral detergent when 
needed.  When installing, mix the content of several boxes to ensure even distribution of the tile shading.

TERRACRETA

RECYCLED
CONTENT (1)

MR4 CREDITS

PRE-CONS.: 
20%
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AVAILABILITY ¹

 stock

 special order

N/A not available

¹ Subject to change

In the event of discrepancy with the official information of the manufacturer, the latter shall prevail.

Low --------------------------> High

SHADE VARIATION ENVIRONMENTFROST

Interior Exterior Wall Floor Paver Residential

APPLICATION USE SLIP RESISTANCE

Low ----------------------------> High

ICONS LEGEND

Commercial Industrial

V1 V2 V3 V4

Frost 
resistant

 Ecolabel
norm

R10 R11 R12R9

LEEDTM 

norm

V3 R10
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For more information, consult your Ciot representative.

MADE IN ITALY.

TERRACRETA
COLOURED BODY PORCELAIN STONEWARE - GLAZED PORCELAIN STONEWARE

THICKNESS : 9  mm

(1)Recycled Content: The PRE and POST values indicate the origin of the materials used in the production of this product (Pre-consumer and Post-
consumer). Please consult the manufacturer’s Recycled Content document to learn more about this and other LEED® compliant products.

FORMA* FORMA
VITREA*

RILIEVO*  ESAGONO  CESELLO  INTARSIO  DIPINTO*

MÉTRIQUE / METRIC (NOM.) 20 x 20 cm 20 x 20 cm 20 x 20 cm 20 x 20 cm 25 x 21,6 cm 25 x 21,6 cm 25 x 21,6 cm 25 x 21,6 cm
IMPÉRIAL / IMPERIAL (NOM.) 8 x 8" 8 x 8" 8 x 8" 8 x 8" 10 x 8½" 10 x 8½" 10 x 8½" 10 x 8½"

MATTE MATTE MATTE MATTE MATTE MATTE MATTE MATTE

ÉPAISSEUR / THICKNESS 9 mm 9 mm 9 mm 9 mm 9 mm 9 mm 9 mm 9 mm

ARGILLA N/A

CHAMOTTE

MARNA N/A N/A N/A N/A N/A

OLTREMARE N/A N/A N/A N/A N/A N/A

COLORED BODY PORCELAIN STONEWARE /
GRÈS CÉRAME COLORÉ DANS LA MASSE

Imperfections in the decorations are inherent to the nature of the product. / 
Les décors peuvent présenter des imperfections qui sont inhérentes à la nature du produit.

* Wall application only / 
Application murale seulement.

GLAZED PORCELAIN STONEWARE /
GRÈS CÉRAME ÉMAILLÉ

RILIEVO
LACCA*

20 x 20 cm

8 x 8"
GLOSSY

9 mm


